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Value of Certified Products

The AAMA Certification Label that appears on the majority of residential windows means that

a sample of the product has tested and conforms to performance standards for air and water

infiltration at the specified pressures, structural integrity, and resistance to forced entry.

In addition, the label means that samples of major component parts of the window or door

assembly have also been tested and conform to applicable performance standards. Click

here for information about submitting complaints related to the AAMA Gold Label

Certification Program.

The Certified Products Directory lists products that have been authorized by AAMA for

certification by the manufacturer. Click here to search for companies that participate in the

program.
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1. Click here to launch the certified products directory search!
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This document will explain how to look up a manufacturers contact information from the code given on the certification label. Start here, and advance page-by-page for an overview on how to perform this look-up.



Enter Keyword

Search the Web site and
publication store.

 

Product Certification

Certified Products

Directory

Certification Complaints

Verified Components

Accredited Labs

InstallationMasters™

Profile Certification

Print This Page

Bookmark (Ctrl+D)

Certified Products Directory

CPD Listings - How They Work. The AAMA CPD, accessible further down this page, lists

products that have been authorized by AAMA for certification by the manufacturer.

Products must bear the AAMA Certification Label to be certified in this program. By placing

an AAMA certification label on a product, the manufacturer certifies that the labeled

product meets the requirements for certification.

Using the AAMA Online CPD. Please choose data from the drop-down menus below to

create your Certified Products search criteria. Fill in several fields to return fewer, more

well-defined search results, or fill in one or two fields for a greater variety of results.

Data last updated 10/22/2008.

Looking for Impact Resistant Products? Use the checkboxes for TAS 201/203 and

AAMA 506 to search for products that have been rated for impact resistance.

Click here to access additional reference material about AAMA Certification.

* Note: If the directory does not load click here to open the directory.
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2.  After you click the link in the previous step, you are directed here. Scroll down (go to the next page here) to see the dialog box used to start the Certified Products Directory search.



Manufacturer: All

Operator Type: All

Perf. Class: All

Perf. Grade: =    All  psf

Framing Material: All

Impact Resistance: CHECK ALL THAT APPLY

 TAS 201/203 (the only impact test accepted in

      Miami-Dade and Broward Counties, FL)

 AAMA 506 (accepted outside Miami-Dade/Broward

      Counties, FL)

 

The manufacturer's code appears on every AAMA Certification label. If you know that

code, please select it from the drop-down menu below to obtain the name and contact

information for that manufacturer. For assistance in finding the manufacturer's code  on

an AAMA label, please click here to view the label and a legend indicating what

information is printed on each label.

Manufacturer Code: FS-1

 

The Efficient Windows Collaborative (EWC) provides unbiased

information on the benefits of energy-efficient windows, descriptions of

how they work, and recommendations for their selection and use. The

Window Selection Tool lets you compare the annual energy use of 34

different windows for a typical house (new or existing construction) in

your city.

Additional Free Download Information

Looking for information relating to the new second edition of

AAMA/WDMA/CSA 101/I.S.2/A440-08, NAFS — North American Fenestration

Standard/Specification for windows, doors, and skylights? For a comparison of 101

document versions click here.

Understanding Performance Classifications

» Click here to download a comparison of performance class requirements.

» Click here to download an excerpt from the ANSI/AAMA/NWWDA 101/I.S.2-97 that

provides an explanation of product class and grade, operator type abbreviations, and more.

» Click here to download an excerpt from the AAMA/WDMA 101/I.S.2/A440-05 that
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3.  This is the Certified Products Directory search dialog box. You can fill in as much information as you know and then click on 'submit'...
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5.  If you have a label, and know the manufacturer code, but not the name of the manufacturer, you can click on the 'Manufacturer Code:' box, and scroll down to find the code that matches the code on your label.
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4.  If you have the label, but are not sure where the manufacturer code is located on the label, click here (see next page herein for more detail on the label, and where the code is located...)
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The AAMA Authorized Label 
Our symbol of certification, your sign of performance.

When windows and glass doors carry these labels, it’s a sign that they have met

all the requirements of AAMA’s Certification Program.

PRIME & REPLACEMENT LABEL (AWS ONLY)

PRIME & REPLACEMENT LABEL (AWS & THERMAL)

PRIME & REPLACEMENT LABEL (THERMAL ONLY)

MOBILE HOME AND MANUFACTURED HOUSING

QUALITY CONTROL & TESTING

AAMA CERTIFICATION PROGRAM
ACCREDITED BY

AMERICAN NATIONAL STANDARDS INSTITUTE
A-L-I ® VALIDATOR MFR. CODE: XX-X

SERIES: XXXX XX
AAMA / NWWDA 101/I.S. 2-97

F-LC35-60X84

QUALITY CONTROL & TESTING

AAMA CERTIFICATION PROGRAM
MFR: XXX-X SERIES: XXXX XX
A-L-I ® VALIDATOR Type:  DOUBLE HUNG

THIS PRODUCT HAS BEEN
RATED IN ACCORDANCE

WITH NFRC 100
XXX-XXX

AAMA SPONSORED
Manufacturer stipulates conformity to federal manufactured home construction and safety standards section
3280.403
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AAMA SPONSORED
Manufacturer stipulates conformity to federal manufactured home construction and safety standards section
3280.404
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AAMA SPONSORED
Manufacturer stipulates conformity to federal manufactured home construction and safety standards section
3280.405
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Primary windows and sliding glass doors manufactured in conformance with

Federal Manufactured Housing Construction and Safety Standard, Section 3280.403,

and meeting all requirements for certification, carry the label above.

Primary egress windows or devices manufactured in conformance with Federal

Manufactured Housing Construction and Safety Standard, Section 3280.404, and

meeting all requirements for certification, carry the label above.

Swinging exterior passage doors manufactured in conformance with Federal

Manufactured Housing Construction and Safety Standard, Section 3280.405, and

meeting all requirements for certification carry the label above.
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Manufacturer’s Code Number.

Code number is required, but

manufacturer may also show

company name.

Air, Water, Structural

Specification Identification

Manufacturer’s Series Number

Product Type, Performance

Class (design pressure), and

Performance Grade

Maximum Size Tested

NFRC – assigned 

manufacturer’s code and 

product line number

Thermal Specificatioin
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THIS PRODUCT HAS BEEN
RATED IN ACCORDANCE

WITH NFRC 100
XXX-XXX

F GCB

QUALITY CONTROL & TESTING

AAMA CERTIFICATION PROGRAM
ACCREDITED BY

AMERICAN NATIONAL STANDARDS INSTITUTE
A-L-I ® VALIDATOR MFR. CODE: XX-X

SERIES: XXXX XX
AAMA / NWWDA 101/I.S. 2-97

F-LC35-60X84
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